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IC SOCKET/TOOL

Solder Type DIL

B No. of
Pin 5 m Sn 0.25 m Au

7.62
7.62
7.62
7.62
7.62

15.24
15.24
15.24
15.24
22.86

8
14
16
18
20
24
28
32
40
64

110-99-308-41-001
110-99-314-41-001
110-99-316-41-001
110-99-318-41-001
110-99-320-41-001
110-99-624-41-001
110-99-628-41-001
110-99-632-41-001
110-99-640-41-001
110-99-964-41-001

110-97-308-41-001
110-97-314-41-001
110-97-316-41-001
110-97-318-41-001
110-97-320-41-001
110-97-624-41-001
110-97-628-41-001
110-97-632-41-001
110-97-640-41-001

Wire-wrap Type DIL

B
No.
of

Pin
5 m Sn

7.62
7.62
7.62
7.62
7.62

15.24
15.24
15.24

8
14
16
18
20
24
28
40

123-99-308-41-001
123-99-314-41-001
123-99-316-41-001
123-99-318-41-001
123-99-320-41-001
123-99-624-41-001
123-99-628-41-001
123-99-640-41-001

Preci-Dip Series 110/123 IC Socket

110

123

Series 310/322 Strips for IC

322/323

310

A B
No.
of

Pin
5 m Sn

50.0
81.2

162.5

2.54
2.54
2.54

20
32
64

310-99-120
310-99-132
310-99-164

50.0
81.2

162.5

2.54
2.54
2.54

20
32
64

322-99-120
322-99-132
322-99-164
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IC SOCKET/TOOL

Series 35X/36X/37X/38X single row Header 
strips come with various contacts
(pin, slotted head, turret, solder cup) with either
soldering or wrapping terminations.
Also availabe in an interconnect version
(3 lengths)

Pin diameter 0.47mm(pluggable into standard
contacts) at both ends also available on request. 
Please specify as follows.

for L =  6.4mm 351-XX-XXX-XX-009
for L =  8.4mm 351-XX-XXX-XX-010
for L = 15.4mm 351-XX-XXX-XX-011
Series 350/353 360/363

Planting 0.2 m Au 0.5 m Sn Pin 0.25 m Au 5 m Sn

A No of
pin Ordering information No of

pin Ordering Information

50.0
81.2

162,5

20
32
64

350-10-120-00-001
350-10-132-00-001
350-10-164-00-001

350-90-120-00-001
350-10-132-00-001
350-10-164-00-001

20
32
64

353-10-120-00-001
353-10-132-00-001
353-10-164-00-001

353-90-120-00-001
353-90-132-00-001
353-90-164-00-001

50.0
81.2

20
32

350-10-120-00-001
350-10-132-00-001

350-90-120-00-001
350-10-132-00-001

20
32

353-10-120-00-001
353-10-132-00-001

353-90-120-00-001
353-90-132-00-001

Series 350/353 360/363 Strips Connector

350

353

360363

5 m Sn

0.75 m  Au

A No. of Pin Part No.

12.6
22.8

10
18

50.0 20

81.2 2 32

Series 299/399/499 LED-Socket 

299-93-610-1002
299-93-618-1002

399-93-120-1001

499-93-264-1001

399 499

299 299
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MECHANICAL PRODUCTS

A(mm) B(mm) No. of pin Part No. PU*

57.50 19.05 64 117-91-764-41-005 9

Series 117 Shrink DIP 

Series 500 Pin Grid Arrays  

Part No. Part No. Part No. Part No.

510 - 93 - 068 - 11 - 061
510 - 93 - 069 - 11 - 061
510 - 93 - 084 - 12 - 051
510 - 93 - 085 - 11 - 041
510 - 93 - 088 - 13 - 081

510 - 93 - 114 - 11 - 061
510 - 93 - 121 - 11 - 000
510 - 93 - 132 - 14 - 071
510 - 93 - 133 - 14 - 071
510 - 93 - 144 - 12 - 061

510 - 93 - 168 - 17 - 101
510 - 93 - 169 - 13 - 000
510 - 93 - 196 - 14 - 000
510 - 93 - 225 - 15 - 000
510 - 93 - 256 - 16 - 000

510 - 93 - 289 - 17 - 000
510 - 93 - 324 - 18 - 000
510 - 93 - 361 - 19 - 000
510 - 13 - 132 - 44 - 071
510 - 13 - 181 - 45 - 041

Low Profile Spring Loaded Contact “New Product

Spring Loaded Contact “New Product

*The best solution for miniature high cycle count connectors in mobile and
portable applications

90014-AS

90049-AS

*The best solution for battery or battery loader connectors
Initial height A [mm]

3.50

4.25

4.5

5

5.5

6

6.5

7

7.5

Stroke B [mm]

1.00

1.40

1.40

1.40

1.40

1.40

1.40

1.40

1.40

Part Number

90041-AS

90022-AS

90023-AS

90024-AS

90025-AS

90026-AS

90027-AS

90028-AS

90029-AS
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IC SOCKET/TOOL

Part No.

ZT-8A
ZT-14A
ZT-16A
ZT-18A
ZT-20A
ZT-22A
ZT-24A
ZT-28A
ZT-32A
ZT-40A
ZT-64A

Features :  

Accepts JEDEC(plastic leaded chip carrier) PL
Soldertails on 2.54mm square grid.
Low-Profile type
ANTI-SHORT Type
TIN-PLATED after stamping.

Part No.

ZT-PLCC-32T
ZT-PLCC-44T
ZT-PLCC-52T
ZT-PLCC-68T
ZT-PLCC-84T

Taiwan Zetatronic Low Profile DIP IC Socket

PLCC Socket

SOJ Socket (300, 400 mil)

Features : 

Rating Current : 1.0A, AC/DC
Contact Resistance : 20m Max.
Insulator Resistance : 10000M Min.
Dielectric Withstanding:
600V, AC(RMS), 60Hz.
one minute Hold

Temperature Range:
-55 +125

Part No. mil

ZT-SOJ3-26
"   -28
"   -32
"   -42

300
300/400
300/400

400

Features : 

Low-Profile type IC can be installed on PC Board
Dual IN-Line
30% Glassfilled P.B.T. insulator material UL flame
classm 94V-0.
Sockets can be end-to-end stakable with 2.54mm
on PCB pattern.
Crimped tail contact capable of clipping on 
PC Board.

SIP Socket (2.54mm Pitch)

Features :

Rating Current : 1A
Contact Resistance : 10m Max.
Insulation Resistance: 5000M Min.
Dielectric Withstanding: 1000V (RMS) Min.
Temperature Range: -55 +125

Part No.

ZT-SIP-S-XX-X-XX
Plating
S:Straight
R:Right Angle
No. of Contacts
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MECHANICAL PRODUCTS

No of pin Part No A B C D E

8 208-7391-00-1902  /  -1905 36.8 11.9 20.0 38.0 3.81

14 214-7390-00-1902  /  -1905 36.8 11.9 20.0 38.0 3.81

16 216-7383-00-1902  /  -1905 36.8 11.9 20.0 38.0 3.81

16 216-7224-00-1902  /  -1905 40.4 14.5 21.8 41.7 7.62

18 218-7223-00-1902  /  -1905 40.4 14.5 21.8 41.7 7.62

20 220-7201-00-1902  /  -1905 40.4 14.5 21.8 41.7 7.62

24 224-7397-00-1902  /  -1905 42.9 20.3 23.3 44.2 7.62

28 228-7396-00-1902  /  -1905 42.9 20.3 23.3 44.2 7.62

No of pin Part No Width of device

16 216-5611-00-1102 / -1105 3.81  /  .150

16 216-6337-00-1102  /  -1105 5.59  /  .220

18 218-5486-00-1102  /  -1105 7.62  /  .300

20 220-6158-00-1102  /  -1105 7.62 /  .300

24 224-7400-00-1102  /  -1105 7.62  /  .300

28 228-7474-00-1902  /  -1905 42.9 20.3 23.3 44.2 8.38

3M SOP Socket  (1.27mm Pitch)

No of pin Part No Series No Device Dimensin

18 218-6218-51-1102 4481 7.11 10.67

20 220-5573-51-1102 4481 8.89 8.89

28 228-5523-51-1102 4481 11.43 11.43

32 232-6917-51-1102 4481 11.43 13.97

44 244-5292-00-1102 4961 16.51 16.51

52 252-5904-00-1102 4961 19.05 19.05

68 268-5743-00-1102 4963 24.13 24.13

84 284-5756-00-1102 4963 29.21 29.21

PLCC Socket

100 2100-5940-50-1102 4963 34.29 34.29

Chip Carrier Socket 

4961 Series4957 Series 4963 Series
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MECHANICAL PRODUCTS

Series Picture Function No. of Pin Remarks

HIF3BA

HIF3E

HIF3F

HIF3FB(C)

Straight or Right Angle
Pin Header for Dip
Soldering

Straight Pin Header for
Dip Soldering

Straight or Right Angle
Pin Header for Dip
Soldering

Straight or Right Angle
Pin Header for Dip
Soldering

10,14,16,20,26,30,
34,40,50,60,64

10,14,16,20,26,30,
34,40,50,60,64

10,14,16,20,26,30,
34,40,50,60,64

MIL-C-83503 Gold or Tin plating 
Dual-In-Line

Unprotected Header

Box Header Without Ejector

Box Header Without Ejector
Perfect Flux Protection

HIF3H

Single Line Straight Dip

Socket

Dual Line Straight Dip

Socket

Dual Line Straight Dip

Socket

Straight Pin Header

6,12,14,20,25

6,12,14,16,20,26,

30,34,40,50,60

Direct Connection of PCB to PCB

A1

Straight Pin Header

Right Angle Pin Header

2-128 Gold or Tin Plating Dual-in-Line

Connector(cont.)
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CONNECTOR

Series Picture Function No. of Pin Remarks

A2

A3 Straight or Right Angle

1-50

4-64

Gold or Tin Plating Single Line

2.00mm pitch Single Line

1300 Male and Female Type

8, 12, 16, 20, 

24, 28, 34, 45

60

Solder Cup Type

Eyelet Type

MDF7 Bottom Entry PCB to
PCB Socket 3-25 Dip Soldering Type

DF9
SMT 1mm Center Line
Board to Board
Connector

9-25 SMT

DF11 2mm Grid Double Row
Crimp Type 8-32 Dip Soldering Type

DF12 Board-to-Board Type 20-50 0.5mm Pitch SMT Type

DF13 Double Row Miniature
Crimp Type 10, 20, 30, 40 1.25mm Pitch SMT Type

DF14 Right Angle Pin Headers 2-30 1.25mm Pitch SMT Type

DF15 Board-to-Board
Stacking Connectors 20, 30, 40, 50 0.65mm Pitch SMT Type

MQ
Master Connectors for
table telephone
application

16 SMT
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SPECIFICATION
Rating Current : 5A
Dielectric Withstanding : 1000V at one minute
Contact Resistance : 30m Max. at DC 100mA
Insulator Resistance : 1000M Min. at 500V DC
Temperature Range : -55 +105

MECHANICAL PRODUCTS

ORDER INFORMATION

Dim

No. of Contact
A B C D E

MATERIAL
Insulator : PBT
Contact : Phosphor Bronze
Shell   : Steel (Tin Plating)
Plating  : 02 : Gold Flash

SPECIFICATION
Rating Current : 5A
Dielectric Withstanding : 1000V at one minute
Contact Resistance : 30m Max. at DC 100mA
Insulator Resistance : 1000M Min. at 500V DC
Temperature Range : -55 +105

ZT-DS-902M-XXS-XX
Plating

No. of Contacts
(See Tabel)

Dim

No. of Contact
A B c

9 16.92 24.99 30.81
15 25.25 33.32 39.14
25 38.96 47.04 53.04
37 55.42 63.50 69.32

9 16.92 24.99 30.81 19.28 5.97
15 25.25 33.32 39.14 27.51 5.97
19 30.75 38.94 44.94 32.86 5.84
23 35.92 44.28 50.56 38.38 5.84
25 38.96 47.04 53.04 41.30 5.84
37 55.42 63.50 69.32 57.71 5.84
50 52.81 61.12 66.93 55.32 5.84

Taiwan Zetatronic DS902 Series D-Sub Connector, Solder Tail, Male

DS903S Series D-Sub Connector, Short Mount Right Angle PTH, Male

Dim

No. of Contact
A B C D E

9 16.92 24.99 30.81 4.60 19.28
15 25.25 33.32 39.14 4.60 27.51
19 30.75 38.94 44.94 4.60 32.86
23 35.92 44.35 50.56 4.60 38.38
25 38.96 47.04 53.04 4.60 41.30
37 55.42 63.50 69.32 4.60 57.71
50 52.81 61.12 66.93 4.60 55.32

DS909 Series D-Sub Connector, Straight PTH, Male

MATERIAL
Insulator : PBT
Contact : Phosphor Bronze or Brass
Shell   : Steel (Tin Plating)
Plating  : 02 : Gold Flash

SPECIFICATION
Rating Current : 5A
Dielectric Withstanding : 1000V at one minute
Contact Resistance : 30m Max. at DC 100mA
Insulator Resistance : 1000M Min. at 500V DC
Temperature Range : -55 +105

MATERIAL
Insulator : PBT
Contact : Phosphor Bronze
Shell  : Steel (Tin Plating)
Plating  : 02 : Gold Flash

ORDER INFORMATION
ZT-DS-903SM-XXS-XX

Plating
No. of Contacts
(See Tabel)

ORDER INFORMATION
ZT-DS-909M-XXS-XX

Plating
No. of Contacts
(See Tabel)
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CONNECTOR

ORDER INFORMATION MATERIAL
Insulator : PBT
Contact : Phosphor Bronze
Shell   : Steel (Tin Plating)
Plating  : 02 : Gold Flash

SPECIFICATION
Rating Current : 5A
Dielectric Withstanding : 1000V at one minute
Contact Resistance : 30m Max. at DC 100mA
Insulator Resistance : 1000M Min. at 500V DC
Temperature Range : -55 +105

ZT-DS-902F-XXS-XX
Plating

No. of Contacts
(See Tabel)

Dim

No. of Contact
A B c

9 16.92 24.99 30.81
15 25.25 33.32 39.14
25 38.40 47.04 53.04
37 54.84 63.50 69.32

DS902 Series D-Sub Connector, Solder Tail, Female

DS903S Series D-Sub Connector, Short Mount Right Angle PTH, Female

Dim

No. of Contact
A B C D E

24 54.70 46.78 23.76 35.50 37.50
36 67.80 59.74 36.72 53.30 54.40
50 83.10 74.85 51.84 68.50 70.90

57FB Series Connector, Metal Hood IDC, Female

MATERIAL
Insulator : PBT
Contact : Phosphor Bronze or Brass
Shell   : Steel (Tin Plating)
Plating  : 02 : Gold Flash

SPECIFICATION
Rating Current : 5A
Dielectric Withstanding : 1000V at one minute
Contact Resistance : 30m Max. at DC 100mA
Insulator Resistance : 1000M Min. at 500V DC
Temperature Range : -55 +105

MATERIAL
Insulator : PBT
Contact : Phosphor Bronze
Shell  : Metal Shell, Steel Nickel Plating
Plating  : Gold Plating Over Nickel

SPECIFICATION
Rating Current : 1A
Dielectric Withstanding : 500V for one minute
Contact Resistance : 20m Max.
Insulator Resistance : 1000M Min. at 500V DC
Temperature Range : -55 +105

ORDER INFORMATION
ZT-DS-903SF-XXR-XX

Plating
No. of Contacts
(See Tabel)

ORDER INFORMATION
ZT-57FB-XXF- G

Plating
No. of Contacts
(See Tabel)

Dim

No. of Contact
A B C D

9 16.33 24.99 30.81 19.28
15 24.66 33.32 39.14 27.51
19 30.07 38.94 44.94 32.86
23 35.41 44.27 50.27 38.51
25 38.38 47.04 53.04 41.30
37 54.84 63.50 69.32 57.71
50 52.43 61.12 66.93 55.32
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Segyung Heat Sink

HS8023 (SY244) HS0025 (SY367) HS4723 (SY348) HS3522 (SY68) HS3413 (SY268)

Iength : 50,100,200mm Iength : 50,100,200mm Iength : 45,100mm Iength : 45mm Iength : 50mm

HS3520 (SY468) HS2317 (SY403) HS1511 (SY200) HS1615 (SY240) HS4717 (SY222)

HS3030(SY400) HS0303(TO-220) HS1602(TO-5) HS3539A(TO-3A) HS3539B(TO-3B)

HS3539C (TO-3C) HS4133 (TO-3N)

*Surface treatment : All models are black anodized.

Iength : 25mm Iength : 25,45mm Iength : 25mm Iength : 25mm Iength : 39mm

Iength : 30mm Iength : 20,30mm Iength : 8mm Iength : 25mm Iength : 19mm

HS2314 (SY23-14B) HS4015 (SY40-15) HS4225 (SY42-25)

Iength : 13mm Iength : 25mm Iength : 50,100mm Iength : 50,100mm Iength : 50,100mm

HS4227 (SY42-27) HS4026 (SY40-26) HS5019 (SY50-19) HS5506 (SY55-6) HS6025 (SY60-25)

Iength : 50,100mm Iength : 50,100mm Iength : 50,100mm Iength : 50,100mm Iength : 50,100mm

HEAT SINK
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Wisher Bread Board (Solderless)

Wire / Jumper Set (WJW-60B, WJW-70B)

PCB/SUPPORTER/RACK/COOL SHEET

WBU-204                                                 WBU-206                                                            WBU-208

WBU-204+J                        WBU-206+J                          WBU-208+J                  WBU-DJ         WBU-TJ

Features of WBU-2xx Series

1. Exquisite color coodinates for easy recognition.

2. Comfortable color to help operator for longer time and to avoid 

eye fatigue.

3. Body use high class POM plastic steel material to avoid static

interference and insertion hole can stand continuous wear and tear 

to avoid easy deforming.

4. Allow more application of Dip IC pins insertion.
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Segyung Universal PCB

PART NO : SYP-0808

SIZE : 86 86mm

Material : phenol

PART NO : SYP-1108

SIZE : 114 179mm

Material : phenol

PART NO : SYP-1310

SIZE : 138 95mm

Material : phenol

PART NO : SYP-1410

SIZE : 145 95mm

Material : phenol

PART NO : SYP-1610

SIZE : 160 105mm

Material : phenol

PART NO : SYP-1708

SIZE : 172 86mm

Material : phenol

PART NO : SYP-1712

SIZE : 176 120mm

Material : phenol

PART NO : SYP-2313

SIZE : 232 137mm

Material : phenol

PART NO : SYE-3224

SIZE : 320 245mm

Material : Epoxy

Scale : 1/40

MECHANICAL PRODUCTS
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PCB/SUPPORTER/RACK/COOL SHEET

PART NO : SYE-XTS

SIZE : 180 170mm

Material : Epoxy

PART NO : SYE-ATS

SIZE : 180 107mm

Material : Epoxy

PART NO : SYE-1510

SIZE : 150 100mm

Material : Epoxy

PART NO : SYE-2313

SIZE : 232 136mm

Material : Epoxy

PART NO : SYE-1611

SIZE : 163 114mm

Material : Epoxy

PART NO : SYE-2420

SIZE : 246 195mm

Material : Epoxy

PART NO : SYE-1610

SIZE : 160 100mm

Material : Epoxy

PART NO : SYE-XTL

SIZE : 108 334mm
Material : Epoxy

PART NO : SYE-ATL

SIZE : 99 333mm
Material : Epoxy

PART NO : SYE-2510

SIZE : 94 250mm
Material : Epoxy

Scale : 1/40
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MECHANICAL PRODUCTS

Sunhayato QFP IC Adapter PCB

QFP-51 QFP-52

0.5mm
MAX.208PIN

0.5mm
MAX.320PIN

QFP-61 QFP-62

0.65mm
MAX.112PIN

0.65mm
MAX.240PIN

QFP-81 QFP-82

0.8mm
MAX.104PIN

0.8mm
MAX.168PIN

QFP-63

0.635mm
MAX.196PIN

QFP IC 
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PCB/SUPPORTER/RACK/COOL SHEET

SOP IC Adapter PCB

Common Specitications
Material : Double side, Glass epoxy (FR-4) 1.0t
Finish : Through Hole, Gold plated, Solder Resist 
Terminal : 2.54mm pitch, Hole diameter: 0.9
Surface : 0.5mm pitch
Back : 2.54mm pitch pads for surface mount 
Remarks : 2 patterns in 1 sheet.

How to use
Solder SOP IC in the center of this PC board
Wires solder to circumference terminals.Small
terminal number SOP IC can solder plural.
Some IC do not fit these PC boards.

PCB Supporter

Part No.
(BOLT)

Length
(mm)

Model
(NUT)

Length
(mm)

M - 5
M - 7
M - 10
M - 13
M - 15
M - 20
M - 25
M - 30
M - 40
M - 50

7
7
10
13
15
20
25
30
40
50

F - 5
F - 7
F - 10
F - 13
F - 15
F - 20
F - 25
F - 30
F - 40
F - 50

5
7
10
13
15
20
25
30
40
50

SSP-51 MAX. 32 PIN  0.5mm Pitch SSP-52 MAX. 80 PIN  0.5mm Pitch SSP-61 MAX. 32 PIN  0.65mm Pitch

SSP-62 MAX. 80 PIN  0.65mm Pitch SSP-81 MAX. 24 PIN  0.8mm Pitch SSP-82 MAX. 64 PIN  0.8mm Pitch

SSP-101 MAX. 20PIN  1.0mm Pitch SSP-102 MAX. 40 PIN  1.0mm Pitch SSP-121 MAX. 44 PIN  1.27mm Pitch

Back Pattern
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MECHANICAL PRODUCTS

PCB Racks (SKN Series)

Physical Properties
Property Units Value Method

Color Mauve Visual
Thickness inches (mm) .009   0.23 ASTM D374
Specific Gravity g/cm3 2.5 ASTM D792
Tensile Strength 45 to Warp & Fill MPa (kpsi) 9 (1.3) ASTM D412
Breaking Strength Warp & Fill kN/m (Lbs./inch) 5x4 (70x20) ASTM D1458

Tensile Elongation 45 to Warp & Fill 20 ASTM D412

Thermal Properties
Property Units Value Method

Thermal Conductivity Watt (meter- K) 1.6 ASTM D5470
Thermal Impedance (mm2- C)/Watt 150 ASTM D5470

Electrical Properties
property Units Value Method

Breakdown Voltage
Type 1 Electrodes
Type 3 Electrodes

kVa-c
kVa-c

5.5
8.3

ASTM D149
ASTM D149

Volume Resistivity Ohm-meter 1x1019 ASTM D257
Dielectric Constant, 1k Hz 6 ASTM D150

Low Pressure Thermal Data
Property Units Value Method

Thermal Impedance (mm2-C/Watt) 0.2 MPa 320  /  0/5 MPa 270

Thermal Resistance (TO-220) C/Watt 0.2 MPa 2.7  /  0.3 MPa 2.5
0.7 MPa 2.3  /  1.4 MPa 2.1 ** For reference only

Front Frame Dimension (Fixed at Vessel)

Front Window Dimension

Part No.

S - C

Front Frame (int.)

Height(A) Width(C)

Front Frame (ext.)

Height(B) Width(D)

Pannel Window Dimension

Height(E) (R) Width(F)

15 55 29 69 20 1.57 55.5

L - C 25 75 38 69 30 1.57 57

Universal Display Mounting Hardware

Model A B C
SKN150 152 150 220
SKN300 292 150 220
SKN400 432 150 220

Cool Sheet(SIL-PAD900-S)

Part No. Pakage Dimensions

TO-3PH-S9 TO-3P

TO-220H-S9 TO-220

TO-3-S9 TO-3
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CASSETTER

SY7000AS SY7000ALS

Sandy Gray Sandy Gray
Beige Transparent

Type

AS.ALS

SY7000BS SY7000BLS

Sandy Gray Sandy Gray
Beige Transparent

Type

BS.BLS

SY7000CS SY7000CLS

Sandy Gray Sandy Gray
Beige Transparent

Type

CS.CLS

SY7000DS SY7000DLS

Sandy Gray Sandy Gray
Beige Transparent

Type

DS.DLS

SY-T Series
SY-TA (SY7000AS. ALS 
SY-TB (SY7000BS. BLS 
SY-TC (SY7000CS. CLS 
SY-TD (SY7000DS. DLS 

SY7000J
Sandy Gray

SY7000S
Black

SY-7000AS SY-7000ALS

SY-7000BS SY-7000BLS

SY-7000CS SY-7000CLS

SY-7000DS SY-7000DLS

SY-T SERIES SY-7000J
SY-7000S
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MODEL
NUMBER

OF
PHASES

STEP
ANGEL VOLTAGE CURRENT WINDING

RESISTANCE
HOLDING
TOUQUE DIMENSION

deg./step V A/2phase /2phase kgf/cm oz.in mm inch

MOTOR / FAN

Japan Servo Stepping Motors & Drivers

-752 3 0.6 4.84 2.2 2.2 6.0 83 " "
KT35FM1-552 3 1.2 11.7 0.3 39.0 0.6 8.3 35 sq.X28 1.38 sq.X1.10

MODEL
NUMBER

OF
PHASES

STEP
ANGEL VOLTAGE CURRENT WINDING

RESISTANCE
HOLDING
TOUQUE DIMENSION

deg./step V A/phase /phase kgf/cm oz.in mm inch

KH39EM2-801 2 1.8 5.6 0.4 14.0 0.6 8.3 39 sq.X20.8 1.5 sq.X0.82
-851 2 1.8 3.6 0.6 6.0 0.8 11 " "

KH39FM2-801 2 1.8 6.3 0.42 15.0 0.9 13 39 sq.X27 1.5 sq.X1.06
-851 2 1.8 4 0.67 6.0 1.2 17 " "

KH39GM2-801 2 1.8 6.4 0.47 13.6 1.3 18 39 sq.X31 1.5 sq.X1.22
-851 2 1.8 4.6 0.65 7.0 1.6 22 " "

KH42HM2-801 2 1.8 3.96 0.82 4.8 1.3 18 42 sq.X34 1.65 sq.X1.34
-802 2 1.8 6.0 0.54 11.2 1.3 18 " "
-803 2 1.8 9.6 0.34 28.2 1.3 18 " "
-851 2BI-POLAR 1.8 5.57 0.58 9.6 2.0 28 " "
-852 2BI-POLAR 1.8 8.51 0.38 22.4 2.0 28 " "

KH42JM2-801 2 1.8 3.96 1.2 3.3 2.4 33 42 sq.X40 1.65 sq.X1.58
-802 2 1.8 5.9 0.79 7.5 2.4 33 " "
-803 2 1.8 9.6 0.48 20.0 2.4 33 " "
-851 2BI-POLAR 1.8 5.61 0.85 6.6 3.2 44 " "
-852 2BI-POLAR 1.8 8.25 0.55 15.0 3.2 44 " "

KH42KM2-801 2 1.8 4.6 1.0 4.6 3.2 44 42 sqX50 1.65 sq.X1.97
-802 2 1.8 12.0 0.4 30.0 3.2 44 " "
-851 2BI-POLAR 1.8 5.78 1.2 3.2 4.0 56 " "

KH56JM2-801 2 1.8 1.65 3.0 0.55 4.3 60 56 sq.X42 2.21 sq.X1.65
-802 2 1.8 2.5 2.0 1.25 4.3 60 " "
-803 2 1.8 4.8 1.0 4.8 4.3 60 " "
-851 2BI-POLAR 1.8 3.51 1.3 2.7 5.0 69 " "

KH56KM2-801 2 1.8 2.4 3.0 0.8 8.5 118 56 sq.X54 2.21 sq.X2.13
-802 2 1.8 3.7 2.0 1.85 8.5 118 " "
-803 2 1.8 6.8 1.0 6.8 8.5 118 " "
-851 2BI-POLAR 1.8 4.05 1.5 4.05 10.0 139 " "

KH56QM2-801 2 1.8 3.15 3.0 1.05 13.5 188 56 sq.X76 2.21 sq.X2.99
-802 2 1.8 4.9 2.0 2.45 13.5 188 " "
-803 2 1.8 9.7 1.0 9.7 13.5 188 " "
-851 2BI-POLAR 1.8 4.8 1.6 3.0 13.0 181 " "

KT60KM06-551 3 0.6 2.09 3.8 0.55 5.0 69 60 sq.X47 2.36 sq.X1.85
-552 3 0.6 3.52 2.2 1.6 5.0 69 " "
-751 3 0.6 2.09 3.8 0.55 3.0 42 " "
-752 3 0.6 3.52 2.2 1.6 3.0 42 " "

KT60LM06-551 3 0.6 2.77 3.8 0.73 9.0 125 60 sq.X58 2.36 sq.X2.29
-552 3 0.6 4.84 2.2 2.2 9.0 125 " "
-751 3 0.6 2.77 3.8 0.73 6.0 83 " "

KT86LM1-551 3 1.2 5.4 3 1.8 20 278 86 dia.X61 3.39 dia.X2.10
KT86SM1-551 3 1.2 7.0 2.5 2.8 40 556 86 dia.X95 3.39 dia.X3.74
KT42EM4-551 3 3.75 5.28 0.8 6.6 0.7 9.7 42 sq..X34 1.65 sq.X0.79
KT42HM4-551 3 3.75 4.42 1.3 3.4 1.3 18 42 sq..X34 1.65 sq.X1.34

-552 3 3.75 7.04 0.8 8.8 1.3 18 " "
KT42JM4-551 3 3.75 5.16 1.2 4.3 1.8 25 42 sq..X40 1.65 sq.X1.58

-552 3 3.75 8.8 0.8 11.0 1.8 25 " "
KT56JM4-551 3 3.75 2.16 2.7 0.8 3.0 42 58 sq..X43 2.28 sq.X1.69

-552 3 3.75 4.32 1.8 2.4 3.0 42 " "
-553 3 3.75 7.15 1.3 5.5 3.0 42 " "
-554 3 3.75 8.6 1.0 8.6 3.0 42 " "

KT56KM4-551 3 3.75 2.7 2.7 1.0 4.0 56 58 sq..X53 2.29 sq.X2.09
-552 3 3.75 5.4 1.8 3.0 4.0 56 " "
-553 3 3.75 11.8 1.0 11.8 4.0 56 " "

KT56LM4-551 3 3.75 3.24 2.7 1.2 6.0 83 58 sq..X63 2.29 sq.X2.48
-552 3 3.75 6.84 1.8 3.8 6.0 83 " "
-553 3 3.75 11.6 0.8 14.5 6.0 83 " "

KR42HM4-551 3 3.75 2.8 2 1.4 0.5 6.9 42 sq..X34 1.65 sq.X1.34
-552 3 3.75 4.42 1.3 3.4 0.5 6.9 " "

KR42JM4-551 3 3.75 3.5 2 1.75 0.9 12.5 42 sq..X40 1.65 sq.X1.57
-552 3 3.75 5.16 1.2 4.3 0.9 12.5 " "

KR42KM4-551 3 3.75 3.5 2.5 1.40 1.2 16.7 42 sq..X48 1.65 sq.X1.89
-552 3 3.75 6.5 1.3 5.0 1.2 16.7 " "
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Tubeaxial AC FANS

VENUS 20

KOALA 25 CENTAUR III

NAME TINY VENUS20 KOALA 25 MK II CINTAUR III CENTAUR IV MAXI

MODEL
TERMINAL TYPE - - WE52B3 CN55B3 CN52B3

LEAD TYPE TY55B4 VUJ55B4 WE52B5 CN155B4 CN52B5 MA77B3

RATED VOLTAGE            V 100 100 208-230 100 208-230 208-230

FREQUENCY               Hz 50/60 50/60 50/60 50/60 50/60 50/60

MAX.STATED PRESSURE   mmH2O 1.3/2.0 3.2/4.7 4.2/6.2 8.5/9 8.5/7.5-8.5/9 14/17-15.5/19

MAX.AIRFLOW   m3/min 0.20/0.27 0.47/0.55 0.8/0.95 2.6/3.1 2.5/3-2.6/3.1 5.2/6.2-5.4/6.5

SPEED AT AIR CONDITION   rpm 2200/2800 2550/3050 2700/3220 2800/3200 2780/3150-2800/3200 2800/3300-2850/3350

NOISE AT AIR CONDITION   dB(A) 27/30 31/36 34.5/39-35/40 44/48 43/47-44/48 51.5/55.5-52.5/56.5

INPUT AT AIR CONDITION        W 6.0/5.0 5.0/4.0 9/7.5-11.5/9 13/12.5 12/12-15/13 22/23-30/27

CURRENT AT FREE AIR      mA 75/65 65/55 60/50-70-60 200/180 95/85-110/90 120/115-140/125

LOCKED ROTOR CURRENT    mA 75/70 65/60 70/60-75/70 300/270 135/120-160/140 195/195-210/210

TEMPERATURE RISE       deg.C 40/35 35/25 45/38-48/40 45/35 40/30-45/35 50/40-55/45

WEIGHT                    g 160 190 280 500 500 980

SAFTY APPROVAL UL UL CSA UL CSA UL CSA UL CSA

System Configuration

(Unit :mm)

TINY

MOTOR/FAN


	MERCH / IC SOCKET/TOOL
	HEAT SINK
	PCB/SUPPORTER/RACK/COOL SHEET
	CASSETTER
	MOTOR / FAN

